1.2 URUN BILGI SAYFASI

DATASHEET

-BY 1XT5

DEEBY 1XT5 - LINEER LED AYDINLATMA ARMATURU
DEEBY 1XT5 - LINEAR LED LIGHTING FIXTURE

OLGULER / DIMENSIONS
Uriin Kodu/ Giig / Verim / Isik Akisi / | Enerji Uriin Olgii Uriin Agirlik / | Paket Olgii Paket Agirhk /
Product Code Power Efficiency | Luminous | Etiketi/ | (B,E)Y)/ Product W. (B.EY)/ Package W.
w) (Lm/W) Flux Energy | Dimension (Kg) Product S. (Kg)
(Lm) Label (LLW,H) (LLW,H)
Gold
35-35619-G 1xX19 W 167 Lm/W | 3.059Lm |B 1475x140x30 mm | 0,905 Kg 1530x190x100 mm | 15,08 Kg (16ad/16pcs.)
35-35620-G 1x27W 168 Lm/W | 4290Lm | B 1475x140x90 mm | 0,905 Kg 1530x190x100 mm | 15,08 Kg (16ad/16pcs.)
35-35625-G 2x(1x19W) | 161 Lm/W | 6.118Lm | B 2950x140x90 mm | 1,810 Kg 3060x190x100 mm | 15,08 Kg (8ad/8pcs.)
35-35626-G 2x(1x27 W) | 168Lm/W | 8.532Lm | B 2950x140x90 mm | 1,810 Kg 3060x190x100 mm | 15,08 Kg (8ad/8pcs.)
Platinum
35-35619-P 1xX19 W 184Lm/W | 3496 Lm | A 1475x140x90 mm | 0,905 Kg 1530x190x100 mm | 15,08 Kg (16ad/16pcs.)
35-35625-P 1x27 W 179Lm/W | 4833Lm | A 1475x140x30 mm | 0,905 Kg 1530x190x100 mm | 15,08 Kg (16ad/16pcs.)
35-35660-P 2X(Ix19 W) | 184 Lm/W | 6.992Lm | A 2950x140x90 mm | 1,810 Kg 3060x190x100 mm | 15,08 Kg (8ad/8pcs.)
35-35665-P 2x(1x27 W) | 179 Lm/W | 9.666Lm | A 2950x140x90 mm | 1,810 Kg 3060x190x100 mm | 15,08 Kg (8ad/8pcs.)

*HET,HE3,HI1T acil kit opsiyonu bulunmaktadir. / There is an HE1,HE3,HIT emergency kit option.

35, - 35XXX,- X - HXX

Uriin Kodu /
Product Code

\/

\

Acil Kit Saati /
Emergency Kit Hour
1=1 Saat (Hour)
3=3 Saat (Hour)

Model Kodu / Acil Kit Cinsi /
Model Code Emergency Kit Type
\ HI=Dahili (Internal)
Aile Kodu / HE=Harici (External)
Family Code
35=Siva Ustl Led Armatiir
(Surface Mounted Led
Luminaire)
\/
Uriin Versiyonu /
Product Version
G=Gold
P=Platinum
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Tavan Montaj Aparatli
Montaj Modeli / Mounting
Model with Ceiling
Mounting Apparatus

—(\

OPTIK OZELLIKLER / OPTICAL PROPERTIES

Aski Telli Montaj Modeli /
Suspended Wire Wire
Mounting Model

/S

Renk Sicakligi / Color Temperature (CCT)

3000-4000-6000K

Isima Aglisi / Beam Angle C120°
Renk Geri Verim indeksi / Color Rendering Index (CRI) >80
Standart Sapma Renk Eslesmesi / SDCM MacAdam 3

Diftizor / Diffuser

Opal veya Seffaf Polikarbon (PC) / Opal or Transparent Polycarbon (PC)

Reflektor / Reflector

Anodize Aliminyum (Ultra Saflikta %99,8 Parlaklik) (Opsiyonel) /
Anodized Aluminum (Ultra Purity 99.8% Brightness) (Optional)

Sirdcl / Driver

Dahili Strict / Internal Drive

ELEKTRIKSEL OZELLIKLER / ELECTRICAL PROPERTIES

Giris Voltajl, Frekans / Input Voltage, Frequency

180~220 AC/V, 50~60 Hz

Lamba Tipi / Lamp Type

TS5 LED Tup / T5 LED Tube

Guic Faktorl (PFA) / Power Factor

>95

Acil Aydinlatma / Emergency Lighting

Govde Ici Dahili veya Harici 1-3 Saat Bataryali Acil Kit (Opsiyonel), LED
Tip Igi Dahili 1 Saat Bataryali Acil Kit / Body Internal & External 1-3
Hours Battery Emergency Kit (Optional), Emergency Lighting Inside LED
Tube Internal 1 Hours

Acil Aydinlatma Glicli / Emergency Lighting Power

%10-15

IEC Koruma Sinifi (Armattir) / IEC Protection Class (Armature)

CLASS (1)

Sensor / Sensor

Harekete & Sese Duyarli Sensor (Opsiyonel) / Motion & Sound Sensitive
Sensor (Optional)

Otomasyon / Automation

Sebeke Girigi Pano veya Harici Kontrol Modyilleri ile Kontrol Edilebilir /
Mains Input can be Controlled by Panel or External Control Modules

Dimli / Dimmable

Yok / No

MEKANIK OZELLIKLER / MECHANICAL PROPERTIES

Montaj Segenekleri / Mounting Options

Paslanmaz Yay Celik Tavan Baglantisi, istege Bagh Gesitli Uzunluklarda
Sarkitma / Stainless Arrow Steel Ceiling Mount, Optional Pendant in
Various Lengths TIG

IP - Koruma sinifi / IP - Protection Class

IP20-1P40

Montaj Tipi / Mounting Type

Swva Ust, Sarkit / Surface Mounted, Pendant

Montaj Yeri / Mounting Location

Tavan / Ceiling

Sebeke Baglantisi / Network Connection

Faz, Notr, Toprak Baglanti (Opsiyonel: 2 Hat, 3 Hat, 4 Hat)/ Phase,
Neutral, Ground Connection (Optional: 2 Lines, 3 Lines, 4 Lines)

Uygulama Yiksekligi / Application Height

4-10m
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SICAKLIK VE GALISMA KOSULLARI / TEMPERATURES AND OPERATING CONDITIONS

| Calisma Isisi (Oda Sicakliginda) / Working Temperature | -20°C..+45°C
DEPOLAMA BiLGILERI / STORAGE INFORMATIONS
| Depolamada Sicaklik Araligi / Temperature Range at Storage | -30°C..+70°C

RENKLER & MATERYAL / COLORS & MATERIAL

Govde Malzemesi / Body Material

Ekstriizyon Aliminyum / Extruded Aluminum

Gdovde Rengi Secenekleri / Body Color Options

Siyah (RAL:9005), Beyaz (RAL:9016), Gri (RAL:7035), RAL (Opsiyonel) /
Black (RAL:9005), White (RAL:9016), Gray (RAL:7035), RAL (Optional)

Uriin Boyas! / Product Paint

Elektrostatik Toz Boya / Electrostatic Powder Coating

URUNUN YASAM SURESI / PRODUCT LIFE TIME

Anahtarlama Dongu Sayisi / Number of Switching Cycles

50.000

Omir / Lifespan L80/B50 at 25 C°

54.000-63.000 h

SERTIFIKALAR & STANDARTLAR / CERTIFICATES & STANDARDS

Koruma Sinifi IK (Sok Direnci) / Protection Class IK (Shock Resistance)

IK03

Sertifikasyon / Certification

ISO 9001, LVD, EMC, CE, RoHS

EKIPMAN & AKSESUARLAR / EQYIOMENT & ACCESSORIES

Tavan Baglanti Klipsi-Tekli / Ceiling
Fastening Clip-Single

OPSIYONLAR / OPTIONS

Aski Teli / Suspended Wire

LED Tup / LED Tube

7@ Aski Teli /Suspended Wire

0,4mm paslanmaz yay geliginden Uretilir. Vidalama veya aski igin uygundur.
Max. yik tasima 9kg'dir./It is produced from 0,4mm stainless spring steel.
Suitable for screwing or hanging. Max. load carrying is 9kg.

Tavan Baglanti Klipsi (Tekli) /
4u‘ Ceiling Fastening Clip (Single)

0,4mm galvanizli paslanmaz metalden dretilir. Armatdirler arasi kolay baglanti
saglar. Esneme yapmaz./It is produced from 0,4mm galvanized stainless
metal. It provides easy connection between luminaires. Does not yawn.

/ T5 LED Tup / T5 LED Tube
4

>50.000h 6mir, floresana gore %80'e yakin tasarruf, hareket-isik sensori ve
dahili 1-3 saat acil kite sahiptir./Lifespan >50.000h, savings of nearly 80%
compared to fluorescent, motion-light sensor and 1-3 hours emergency kit.

Rev No:XX

©2021, Karma Lighting. Tum haklari saklidir... / ©2021, Karma Lighting. All rights reserved...

3-b



TESTLER / TESTS
Isik Dagiimi/ Light Distribution

Isik Yayimi 1 - Polar LVK Light Light
Emission 1 - Polar LVK

105 105

Isik Yayimi 1 - Lineer LVK

Light emission 1 - Polar LVK

Isik Yayimi 1 - Isiklik Diagrami
Light emission 1 - Skylight Diagram
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Uzaktaki Parlaklik (Isin Agist) /
Illuminance at a Distance (Beam Angle)
Dist(m)E_nadir(Ix)D h/Dv_B(m)S _B(sq.m) Eav_B(Ix
Dh/Dv_F(m) S_F(sq.m)E av_F(Ix)
1.0 2476.372 .66/2.72 6.84 14.70
10.55/5.966 412 113
2.0 619.09  5.32/5.43 27.2 103.68
21.10/11.91 256.2 5.28
3.0 275157 .98/8.15 61.3 46.08
31.65/17.87 576.5 2.35
————— 9.051  3.30/13.59 170.2 16.59

085

52.75/29.78  1601.4
0.54 18.62/19.02 3335 8.46
73.84/41.69 31388 0.43
24762 6.60/27.17 _ 680.7 4.15

105.49/59.556  405.70 21
Dv Beam Angle(B): H106.1 V107.3 Field Angle(F): H158.5 V142.9

Ortalama Aydinlik Etkili $ekil /
The Average llluminance Effective Figure

Flux Out: 6710.89Im

1.0m | 76.78/ 2476.37Ix A 10.55m / 87.40sg.m
2.0m [19.19/619.09Ix D 21.10m / 349.62sq.m
3.0m 8.53/ 275.15Ix \ 31.65m / 786.64sq.m
5.0m | 3.07/99.05lx Jo\ 52.75m / 2185.11sq.m
10.0m 0.77/ 24.76lx 105.49m / 8740.44sq.m
20.0m 0.19/6.19Ix 210.99m / 34961.76sq.m
30.0m 0.09/2.75lx 316.48m / 78663.95sq.m

Height Avg./Nadir. E Beam Angle:158.5°a

Diameter / Are

T 9=650° ——g=750" ——g=850"

Uzaktaki Parlaklik (Alan Agisi) /
Illuminance at a Distance (Field Angle)

Dist(m)E_nadir(Ix)D h/Dv_B(m)S _B(sq.m) Eav_B(Ix

Dh/Dv_F(m) S_F(sq.m)E av_F(Ix)

1.0 2476.372  .66/2.72 6.84 14.70
10.56/5.966  4.12 113
20 61909 532/5.43 27.2 10368
21.10/1191 2562 528
30 275157 .98/8.15 61.3 46.08
31.65/17.87 5765 235
9.051 3.30/1359 1702 16,59
52.75/29.78 16014 085
054 1862/19.02 3335 8.46
7384/4169 31388 043
24.762 _ 6.60/27.17 __ 680.7 4.15
105.49/50556 40570 .21
Dv Beam Angle(B): H106.1V107.3 Field Angle(F): H158.5 V142.9
Dikey IsoLux Grafigi /
Vertical IsoLux Plot
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Horizontal distance(m)

Lowest(m): 1.0m  Highest(m): 11.0m Max Lux: 2476.4 Ix

— (1%): 24.81x
—— (5%):1238
—— (20%):495.3 Ix
—— (100%):2476.4 Ix

*DEEBY 35-35625-G Uriinlin lgimleridir./ *The measurements of the DEEBY 35-35625-G product.
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— (12%): 49.51x
—— (10%): 247.6 Ix
—— (50%):1238.2 Ix
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URUN FOTOGRAFLARI / PRODUCT PHOTOS

REFERANSLAR & LINKLER / REFERENCES & LINKS

= M

www.karmalighting.com KARMA Lighting

karma.lighting

KarmalLighting

karma.lighting.global

Karma LED Lighting
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